
Advanced™ Adjustable Offset Upper Davit Mast ­ Use
with Lower Extension
Model: 8518006
23­1/2 in. to 42­1/2 in. (59.7 to 108 cm) adjustable offset upper davit mast with 36.5 in. to 54.5
in. (92.7 to 138.4 cm) anchor point height.

PRODUCT HIGHLIGHTS

Adjustable offset upper davit mast
Integrated 5,000 lb. (22 kN) mast anchorage point
Fall arrest rated in all davit offset mast positions
Combine with 1 or 2 lower mast extensions
Telescoping reach of 23­1/2 in. to 42­1/2 in. (59.7 to 108 cm)
Adjustable vertical height of 36.5 in. to 54.5 in. (92.7 to 138.4 cm)
Built­in primary and secondary pulleys
Integral secondary fall arrest anchorage point
Quick mount winch/SRL bracket
Configure with front and/or back mounted winch/SRL
Detent and knob style adjustment
Lightweight, corrosion resistant aluminum construction
Use with Advanced™ portable and permanent bases

Capacity 450 lbs. (204 kg)

Brand DBI­SALA®

Sub Brand Advanced™

Install Type Portable

iSafe Equipped No

Label Polyester

Primary Material Aluminum

Model 8518006

Other Standards OSHA 1926.502, ANSI Z359.1, Capital Safety Gen. Mfg. Req., ANSI A10.32, ANSI Z359.1

Physical Weight 31.10 lbs (14.1kg)

Product Styles Davit Mast

Product Types Davit System

Standards Capital Safety Gen. Mfg. Req.
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