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Metal pushbutton hole plugs
The 880 HP pushbutton hole
plugs are made to cover the
unused holes on the pushbutton
enclosures.  Plugs are available
for several hole sizes in galva-
nized steel or stainless steel and
come complete with a dust tight
oil resistant gasket and installa-
tion hardware.

CATALOG NUMBER

880 HP1 880 HP1SS 22.5mm pushbutton 1.218 0.968 0.875
880 HP0500 880 HP0500SS ½” conduit hole 1.375 1.125 0.875
880 HP0750 880 HP0750SS ¾” conduit hole 1.562 1.312 1.062

880 HP2 880 HP2SS 30.5mm pushbutton 1.750 1.500 1.203
880 HP1000 880 HP1000SS 1” conduit hole 1.875 1.625 1.344
880 HP1250 880 HP1250SS 1¼” conduit hole 2.187 1.937 1.687
880 HP1500 880 HP1500SS 1½” conduit hole 2.500 2.250 1.968
880 HP2000 880 HP2000SS 2” conduit hole 3.000 2.750 2.468
880 HP2500 --- 2½” conduit hole 3.500 3.250 3.000
880 HP3000 --- 3” conduit hole 4.125 3.875 3.625
880 HP3500 --- 3½” conduit hole 4.625 4.375 4.125
880 HP4000 --- 4” conduit hole 5.125 4.875 4.625

Plastic plug buttons
The 880 HPPL plastic plug but-
tons are made to cover the
unused pushbutton holes on the
pushbutton enclosures.  Hole
plugs are available for standard
or miniature holes in black plas-
tic.

CATALOG
NUMBER

880 HP1PL 22.5mm pushbutton 1
880 HP2PL 30.5mm pushbutton 1

SPECIFICATION
SHIP

WGHT
LBS.

GALVANIZED STAINLESS HOLE PLUG A B C
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COVER PLATE NEOPRENE GASKET INSIDE WASHER




