Advanced™ Digital 100 Series Winch

Model: 8518560
Winch with 60 ft. (18 m) of 3/16" (5mm) galvanized steel wire rope and swivel snap hook,
mounting bracket.

Q/ \ PRODUCT HIGHLIGHTS

i / | \\ ¢ Manually operated winch
- v . e 60 ft. (18 m) of 3/16" (5mm) galvanized steel wire rope
W 9:1 and 4:1 gear ratio mechanical advantage
¢ Quick mount bracket
« Built-in digital usage indicator
* Triple redundant braking system
* Brake wear indicator
* Durable corrosion resistant construction
* Sealed bearings at all contact points
¢ |Integral carrying handle
« Swiveling snap hook with impact indicator
« Power drive option available
¢ Order tripod or davit rescue system separately

Capacity 450 Ibs. (204 kg)

Brand DBI-SALA®

Sub Brand Advanced ™

Size 60 ft. (18 m)

Install Type Portable

Lifeline Type Galvanized Cable

iSafe Equipped No

Lifeline Length 60 ft. (18 m)

Lifeline 3/16" (5mm) dia. 7x19 Galvanized Aircraft Wire Rope
Hook Zinc Plated Steel

Label Polyester, Stamped

Winch/SRL Housing Cast Auminum, Powder Coated

Model 8518560

Other Standards ANSI Z117.1-1995, OSHA 1910.146, Capital Safety Gen. Mfg. Req.
Physical Dimensions 9.00x9.00x11.00 (in)

Physical Weight 33.50 Ibs (15.2kg)

Product Styles Winch

Product Types Mechanical System

Standards Capital Safety Gen. Mfg. Req.
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